Shoring Tower

Product list

Please note

This product list includes all parts necessary for most applications.
For parts required for special applications. please refer to the MEVA
price list. Dimensions are in centimetres (cm) unless another measure
is shown.
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Shoring Tower Space
SP prop 300 Ref. No. Description / Application m? kg
Coated. A tower unit (4.80 x 4.80 m) consists 29-911-45 ... SPPIOP 300 ..o 102.00

of 4 props (height 3.00 m) and 4 frames.
Height extensions always require 4 bolts
M18x70, washers M18 and locking nuts
M18.
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SP frame Ref. No. Description / Application m? kg

Coated. Height 2.46 m, length 4.64 m. SP 29-911-40...... SPTAME Lo 283.00
frames serve to brace SP props. 4 frames are

required per tower unit. They are attached

to the props with bolts M14x40, washers

M14 and locking nuts M14, which have to be

ordered separately. ; —— ~ I
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Shoring Tower

SP diagonal brace

Coated. 4 diagonal braces are required for
the horizontal bracing of a tower unit. Is atta-
ched to SP frames by using bolts M14x40,
washers M14 and locking nuts M14; these
have to be ordered separately.

SP extension

Coated. Extends the tower units. Is attached
to a SP prop with always 4 bolts M18x70,
washers M18 and locking nuts M18, which
have to be ordered separately.

Ref. No. Description / Application m?
29-911-50...... SP diagonal brace..........cooviiiiiiiiiic e
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Ref. No. Description / Application m?
29-911-55 ... SP extension T00.......cccuiiiiiiiiiiiiiiie e
29-911-60 ...... SP exXtension 50......c..oiiiiiiiiiiii e
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Shoring Tower

SP guardrailing post
adapter

Galvanized. Is used to attach a guardrailing
post and attached to SP frames by using

bolts M12x35, washers M12 and locking nuts
M12. Guardrailing posts 100 or 140 are also
required.

Guardrailing post

Galvanized. Is attached to the SP guardrailing
post adapter.
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Ref. No. Description / Application m? kg
29-911-70 ...... SP guardrailing post adapter ..........ccccceoieieiiiiiicie e 2.00
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Ref. No. Description / Application m? kg
29-106-75 ...... Guardrailing POst 100.........cocuiiiriiiiieii et 3.70
29-106-85 ...... Guardrailing POSt 140.........cociiiiiiiiiieiiee e 4.70
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Shoring Tower Space

SP connector for pUSh‘ Ref. No. Description / Application m? kg
pull props

Galvanized. Is used to connect push-pull
props or Triplex braces. Brace the formwork
against the shoring tower or the shoring

29-911-75 ...... SP connector for push-pull Props..........ccccocveveiieiiiiiiciiin, 5.80
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MD beams 520 Ref. No. Description / Application m? kg
Are placed onto the SP diagonal brames and 29-911-65 ...... MD DEAM 520 ...t 24.00
SP frames and attached on both sides with
an MD safety claw.
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Shoring Tower Space
MD Safety claw Ref. No. Description / Application m? kg
Galvanized. Clamps planks to the bottom of 29-302-10 ...... M Safety ClaW......oiiiiiii e 0.50
MD primary beams. When using MEP props,
the safety claw can be used to attach a tripod
to the aluminium profile.
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Accessories for Ref. No. Description / Application
attachment

63-120-60 ...... Hexagonal screw M12x35, galv., DIN 933

63-130-10....... Hexagonal locking nut M12, galv., DIN 985

62-030-41 ...... Washer M12, galv., DIN 125

63-119-06 ...... Hexagonal screw M14x40, galv., DIN 933

63-130-05 ...... Hexagonal locking nut M14, galv., DIN 985

62-030-54 ...... Washer M14, galv., DIN 125

63-120-17....... Hexagonal screw M18x70, galv., DIN 931

63-125-40 ...... Hexagonal locking nut M 18, galv., DIN 934

62-030-44 ...... Washer M18, galv., DIN 125
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MEVA Schalungs-Systeme GmbH

Industriestrasse 5 Tel. +49 7456 692-01

72221 Haiterbach Fax +49 7456 692-66

Germany info@meva.net
www.meva.net
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